
  

 

SPECIFICATIONS FOR DEDICATED SERVERS (2 UNIT) 

Form Factor Rack mountable 

Operating System: 
should include 
installation media 
DVD(s) 

Latest RedHat Enterprise Linux or CentOS Linux 

Processor: Intel Xeon Processors (64 bit) with at least 8 cores per processor. 

Processor Sockets: 4 or more 

Memory: 256 GB 

Storage: 96 TB 

RAID Controller Required 

Drive Bays Hot swappable 

Network Controller 4 Gigabit Ethernet ports 

Host Cards: 
Two (2) Fibre Channel host cards supporting speeds at least 16GB to 
connect to shared storage. 

Power: Multiple Power Supply Units (PSUs) for redundancy. 

Accessibility: 

High-efficiency, hot-plug, redundant power supplies; hot-plug drive bays; 
TPM; dual internal SD support; hot-plug redundant fan; optional bezel; 
information tag; ECC memory; interactive LCD screen; extended thermal 
support; ENERGY STAR® compliant; switch independent partitioning 

Management: 

• Remote Management  

• Systems Management 

• Rack mounting support 

Mounting Kit: 
• Full Rack mounting kit to deploy server in rack. 

• KVM adapter cable to connect to KVM switch. 

Warranty Parts coverage (at least 3 years depot and on-site). 


