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PROCUREMENT OF IT EQUIPMENT - ICPAC/Q/026/2024
In order to present the offer on the form and the content required, bidders should follow carefully the Tender Documents. 
1. Timetable

	
	Date
	Time

	Deadline for submitting the quotation
	6 November 2024
	End of day

	Delivery Location
	
	Bid to be sent Electronically to the below email. 
Email: procurement@icpac.net 
IGAD Climate Prediction and Applications Centre (ICPAC)

	Currency
	
	Submit quote in US Dollars


2. Content of the bid
The bid must contain a technical offer and a financial offer. Bids to be sent Electronically. The bids should be sent to Email:  procurement@icpac.net  before the deadline for submission as indicated above.  
2.1. The technical offer

In order to prepare the technical offer, the bidders should consider carefully the Technical Specifications (annexed) which establish what ICPAC is requesting. The offer must stick to them. Work/Delivery will be carried out in the below address
ICPAC Head office, Ngong town, Kibiku
Separate technical and financial proposal. Financial proposal should be password protected.

3. Financial Offer
Submit quote in US Dollars. 

Financial proposal should be password protected.
4. Taxes and other charges
        ICPAC is exempted to pay VAT on goods.
5. Period of validity of the offer
The offer will be binding for a period of 90 days after the deadline for submission of offers. 
6. Subcontracting

Subcontracting will NOT be allowed.
7. Cancellation of the Tender

The contracting authority can cancel the tender on the following circumstances:

· There are no bidders or the bids presented are neither technically  nor financially compliant with the tender

· Exceptional circumstances alter the object of the contract or make it impossible to accomplish

· ICPAC has found out behaviors against the mentioned code of ethics that recommend cancelling the procedure

· The economic or technical data of the project are altered

ICPAC may re-tender the contract under the new circumstances with new conditions and criteria to adapt to the changes. 
8. Evaluation of Tenders

The tenders will be evaluated according to the Information provided in the tender application form and evaluation of specification provided against ICPAC specification. No other criteria shall be used. 
9. Ethical Behaviour

The tenderers will abstain from any behaviour aimed at distorting competition or trying to influence the Tendering Committee by any means other than the content of the offer.
10. Terms of Payment

100% Payment after delivery and acceptance of the goods. Credit period is 30 days after delivery and acceptance.
11. Quantity

Description on the table below

	Specific Description
	Quantity

	Workstation
	2

	UPS
	2


SPECIFICATION – WORKSTATION
WORKSTATIONS - 2

SUPPORTED OPERATING SYSTEMS

Operating system

Windows 11 Pro 
PROCESSOR

Processor family

13th Generation Intel® Core™ i9 processor

Processor

Intel® Core™ i9-13900 (up to 5.6 GHz with Intel® Turbo Boost Technology, 36 MB L3 cache, 24 cores, 24 threads)  or equivalent
Chipset

Intel® W680
MEMORY

Memory

64 GB DDR5-4800 MHz RAM (2 x 32 GB)

Standard memory note

Transfer rates up to 4800 MT/s.

Memory layout (slots & size)

2 x 32 GB

Memory Slots

4 DIMM
DRIVES

Internal Storage

2TB HP Z Turbo Drive PCIe® Gen4 TLC M.2 SSD

Storage controller

Integrated SATA (4 ports 6 Gb/s) with integrated RAID 0, 1, for PCIe SSDs supported. Requires identical hard drives (speeds, capacity, interface).

External drive bays

One slim ODD
One 5.25" ODD

Internal drive bays

One 2.5" HDD
Two 3.5" HDD
Three M.2 NVME 2280 SSD

GRAPHIC SUBSYSTEM

Graphics (integrated)

Intel® UHD Graphics

CONNECTIVITY AND COMMUNICATIONS

I/O Port location

Front

4 SuperSpeed USB Type-A 10Gbps signaling rate (1 charging)
1 universal audio jack

Rear

1 audio-in
1 audio-out
1 RJ-45
2 DisplayPort™ 1.4
2 SuperSpeed USB Type-A 10Gbps signaling rate
1 SuperSpeed USB Type-A 5Gbps signaling rate
3 USB Type-A 480Mbps signaling rate

Wireless

Intel® Wi-Fi 6E AX211 (2x2) and Bluetooth® 5.3 wireless card (supporting gigabit data rate)

Expansion slots

1 PCIe 3 x4 (x16 connector)
1 PCIe 3 x4 (x4 connector)
1 PCIe 3 x1 (x4 connector)
1 PCIe 5 x16 (x16 connector)
1 M.2 2230 PCIe 3 X1 for WLAN

MULTIMEDIA AND INPUT DEVICES

Audio

Realtek ALC3205-VA2-CG, 2.0W internal mono speaker

Keyboard

Wired Desktop  Keyboard

Pointing device

Wired Mouse

WEIGHTS

Weight

Starting at 7.2 kg

DIMENSIONS

Minimum dimensions (W x D x H)

35.6 x 16.9 x 38.5 cm

Package dimensions (W x D x H)

51.8 x 29.5 x 49 cm

BATTERY AND POWER

Power

700 W 92% efficient, wide-ranging, active PFC

SOFTWARE AND APPLICATIONS

Software included

Office Professional 2021 – One time purchase license for 1 PC
DISPLAY
27 inch 4K Thunderbolt 4 Monitor - 727pk, 4K UHD (3840 x 2160), 2000:1 5ms GtG (with overdrive), IPS Black


SPECIFICATION - UPS
[image: image1.png]APC Easy UPS On-Line, 3kVA/2400W, Tower 230V, 6x IEC C13 + 1x IEC C19 outlets, Intelligent Card Slot, LCD

(Quantity– 2)

	Output

	Output power capacity                                 2.4kWatts / 3.0kVA

	Max Conﬁgurable Power (Watts)                 2.4kWatts / 3.0kVA

	Nominal Output Voltage                                230V

	Output Voltage Note                                      Conﬁgurable for 220 : 230 or 240 nominal output voltage

	Eﬃciency at Full Load                                  88.0 %

	Output Voltage Distortion                             3 %

	Output Frequency (sync to mains)              50/60 Hz +/- 3 Hz Sync to mains

	Other Output Voltages                                  220 V, 240 V

	Load Crest Factor                                          3 : 1

	Topology                                                         Double conversion online

	Waveform type                                               Sine wave

	Output Connections                                      (1) IEC 320 C19
(1) IEC 60320 C19 (6) IEC 60320 C13 (6) IEC 320 C13

	Bypass                                                            Internal bypass (automatic and manual)

	Input

	Nominal Input Voltage                                   230V

	Input frequency                                              40 - 70 Hz Auto sensing

	Input Connections                                         IEC 60320 C20

	Cord Length                                                   1.5meters

	Input voltage range for main operations    110 - 285 Half load, 160 - 280 Full loadV

	Input

	Number of Power Cords                               1

	Eﬃciency at Full Load                                  88.0 %

	Other Input Voltages                                     220 V, 240 V


	Batteries & Runtime

	Battery type                                                    Lead-acid battery

	Typical recharge time                                   4hour(s)

	Nominal Battery Voltage                               72 V

	Replacement Battery                                    APCRBCV205

	Expected Battery Life (years)                      3 - 5

	Battery Charge Power (Watts)                     60 Watts

	Runtime                                                           View Runtime Graph (Available in Technical Tab on site)

	Eﬃciency                                                        View Eﬃciency Graph (Available in Technical Tab on site)

	Communications & Management

	Interface Port(s)                                            DB-9 RS-232, USB

	Control panel                                                  Multifunction  LCD status and control console

	Available SmartSlot™ Interface Quantity  1

	Communications & Management

	Interface Port(s)                                            DB-9 RS-232, USB

	Control panel                                                  Multifunction  LCD status and control console

	Available SmartSlot™ Interface Quantity  1

	Physical

	Maximum Height                                            336MM, 33.6CM

	Maximum Width                                             190MM, 19.0CM

	Maximum Depth                                             425MM, 42.5CM

	Net Weight                                                      26.8KG

	Shipping weight                                             29.0KG

	Shipping Height                                             465MM, 46.5CM

	Shipping Width                                              325MM, 32.5CM

	Shipping Depth                                              565MM, 56.5CM

	Surge Protection and Filtering
Surge energy rating  -  600 joules
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